
≪ABSTRACT≫
◆This module can use for various test on CAMAC DATAWAY.

◆It is used to insert to any station between the first and the 23th of CAMAC crate.

The 24th and 25th is the dedicated station of controller.

◆This module has 24bit data register and command register,

5bit write-only control register and 4bit read-only control register.

By using these register, it can test on almost all CAMAC DATAWAY

≪Specifications≫
CAMAC function cade is as follows.

Ｎ・Ｆ（０）Ａ（０） ： the reading from data register

Ｎ・Ｆ（０）Ａ（１） ： the reading from command register

Ｎ・Ｆ（１）Ａ（０） ： the reading from control register

Ｎ・Ｆ（１）Ａ（１） ：the reading of internal 24bit switch data

Ｎ・Ｆ（８）Ａ（１） ： LAM test

Ｎ・Ｆ（１０）Ａ（０） ： LAM bit clear

Ｎ・Ｆ（１４）Ａ（０） ： LAM bit settig

Ｎ・Ｆ（１６）Ａ（０） ： the writing to data register

Ｎ・Ｆ（１７）Ａ（０） ： the writing to control register

F（０）～Ｆ（７） ： capture an information on dataway read-line

to data register

F（１６）～Ｆ（２３） ： capture an information on dataway read-line

to data register

◆The data capture timing is selected by the switch on front panel.

It gives you a choice of the next five types.

①Ｓ１ ②Ｎ・Ｓ１ ③Ｑ・Ｓ１ ④data display on write-line

⑤data display on read-line

◆Packaging : CAMAC standard single-width module.

◆Consumption current ： ＋６Ｖ Approx.１．３Ａ
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