
≪ABSTRACT≫
◆This module is 8 channels high speed scaler that has 7 digits LED display.

◆The input and output signal is based on NIM standard of AEC.

(Atomic Energy Commission US)

≪Specifications≫
８ channels

ＩＮＰＵＴ ： ＮＩＭ signal

◇Input impedance ： ５０Ω

◇Threshold ： Approx.－３００ｍＶ

◇Maximum frequency ： ２５ＭＨｚ/２０ｎＳ

ＣＡＲＲＹ ＯＵＴ

◇Signal ： ＮＩＭ signal（－８００ｍＶ/５０Ω）/１００ｎＳ pulse width

When overflow, display at the first column decimal point of LED

◇Display ： ７digits ＬＥＤ

ＥＸＩＴ ＩＮ

◇ＳＴＡＲＴ/ＳＴＯＰ ： ＮＩＭ signal（the same system）

◇Threshold ： －３００ｍＶ

◇Impedance ： ５０Ω

◇Input pulse width ： ５０ｎＳ

ＥＸＩＴ ＯＵＴ

◇－８００ｍＶ/ＮＩＭ signal/５０Ω

◇Pulse width ： ５０ｎＳ

ＲＥＳＥＴ signal ： ＮＩＭ signal

◇Threshold ： －３００ｍＶ

◇Impedance ： ５０Ω

◇Input pulse width ： １００ｎＳ

ＧＡＴＥ input signal ： ＮＩＭ/all channels are the same system.

◇Threshold ： －３００ｍＶ

◇Impedance ： ５０Ω

◇Input pulse width ： １００ｎＳ

◆The input and output connector : Standard LEMO connector

◆Packaging : NIM standard double-width module.

◆Consumption current ： －６Ｖ Approx.６３０ｍA

＋６V Approx.２．１A
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