
≪ABSTRACT≫
◆This module is a high speed discriminator that maximum frequency is 200MHz.

◆The operation mode is the `Non-updating`.

◆This module has 8 channels that each channel has

one input and three outputs (but 1 channel is invert output) in 1 channel.

◆In each channel it can set the threshold level of input signal

and the pulse width of output signal on front panel.

◆Input and output signal is based on NIM standard of AEC.

(Atmic Energy Commission US)

≪Specifications≫
Input characteristics ;

◇Number of input：１×８ｃｈ

◇Impedance：５０Ω

◇Threshold level：－１０ｍＶ～－１Ｖ（settable on front panel）

with terminal for check

◇Minimum input pulse width：２ｎＳ

◇Maximum frequency：２００ＭＨｚ

◇Input protection voltage：+０．７Ｖ、-１．４Ｖ

◇ＶＥＴＯ input：It inhibits the output of all channels by FAST NIM signal.

◇ＢＩＮ ＧＡＴＥ input（rear panel）：ＶＥＴＯ operation by TTL low level signal.

（with OFF switch）

Output characteristics

◇Number of output：２/ch（OUT）、１/ｃｈ（-OUT）

◇Output siganal：ＦＡＳＴ ＮＩＭ

◇Output pulse width about ３ｎＳ～５５ｎＳ（settable on front panel）

◆Input and output connector : Standard LEMO connector.

◆Packaging : NIM standard single-width module.

◆Consumption current －６Ｖ：６０ｍA

+ ６V：１．４A

NIM Module
Model KN247

200MHz OCTAL DISCRIMINATOR

E-mail kaizuwks@kaizuworks.co.jp Homepage http://www.kaizuworks.co.jp

9-18 HIGASHIMATSUBARA HAKONEGASAKI MIZUHOMACHI

Tel：042-568-0866 Fax：042-568-0867

KAIZUWORKS CORPORATION

NISHITAMAGUN TOKYO 190-1222 JAPAN

画
像
貼
り
付
け
位
置


