
≪ABSTRACT≫
◆This module is the switch in video frequency band that use semiconducter switch

and wide band amplifier.

◆The changing method is to use switch on front panel and the remote control is used

CAMAC OUTPUT REGISTER.

≪Specifications≫
◇Input signal : ＮＴＳＣ standard signal and various signal of ＤＣ～２０ＭＨｚ

◇Number of input ： １０/impedance ７５Ω±２％

◇Number of output ： １/impedance ７５Ω±２％（rear panel）

◇Input voltage ： ０～±1．５Ｖ max

◇Insertion loss ： ±０．２ｄB max

◇Isolation ： －６０dB max./１０MHz

◇Crosstalk ： -５６dB max./１０MHz

◇Responce ： Approx.１０nS/ＤＣ～３０ＭＨｚ

◇Offset voltage ： ±２０ｍＶ max.（When all channel is off, Approx.－６０ｍＶ）

◇Temperature chr. ： Approx.２５μＶ/℃

◇Output noise ： Approx.５００μＶ p-p max./IN-OUT ７５Ω terminated

◇Remote control signal ： photo-coupler drive signal（５Ｖ open-collecter）

◇Changing time ： ５０μＳ

◇Changing Mode ： ＭＡＮＵＡＬ or ＲＥＭＯＴＥ

◇IN-OUT connector ： ＢＮＣ

◇Control connector ： ２５Ｐｉｎ Ｄ-Ｓｕｂ

◇ＬＥＤ display : selected channel and ＲＥＭＯＴＥ

◆Packaging : NIM standard single-width module.

◆Consumption current ： －６Ｖ Approx.５０ｍA
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