
≪ABSTRACT≫
◆This module is adopted the constant fraction method using the latest technology

because the time walk caused by the difference of wave height value must be minimized

for the high speed constant wave height dicriminated value of PMT etc.

≪Specifications≫
Input characteristics ;
◆Impedance：５０Ω

◆Threshold voltage：－３５ｍＶ～－８００ｍＶ

（It can adjust by the variable resister on front panel.）

◆Maximum frequency：５５ＭＨｚ

◆ＶＥＴＯ：At -４５０ｍＶ it inhibits all output signals.

Output characteristics ;
◆Level：Approx.-８００ｍＶ

◆Pulse width：６ｎＳ～１００ｎＳ

（It can adjust by the variable resister on front panel.）

◆Risetime：Approx.１．２ｎＳ

◆Falltime ：Approx.０．８ｎＳ

◆Time walk：０．１ｎＳ（half-value width）

（input siganal at -５０ｍＶ～-８００ｍＶ）

◆Because it is adopted the updating circuit for input signal,

There is nothing of the multipath output signal for the input signal of the large pulse width.

◆Input and output connector : Standard LEMO connector.

◆Packaging : NIM standard single-width module.

◆Consumption current －６Ｖ：１１００ｍA

+１２V：１４０ｍA

-１２V：３００ｍA
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